




  MODEL DESCRIPTION 

The Debra bra is an ally for the most luxurious girls looking for support 

and comfort, without forgetting luxury. 

Underwired bra, soft cup, made of non-stretch embroidery and stretch 

mesh. 

The upper festoon edge of the cup is processed with a thin elastic band.  

The front detail of the bra is reinforced with non-elastic mesh (tulle) on 

the wrong side. 

The strap is attached to the side detail of the waistband on the bottom 

and top edge and is adjustable with a ring and slider. 

REGUIRED TOOLS AND SUPPLIES 

1. Sewing machine 

2. Stream iron 

3. Tailor’s around last for wet heat treatment of a bra 

4. Ironing board 

Also need tailor’s needles, glue marker, ultra-fine pins, tailor’s chalk, rota-

ry cutter (you can use regular scissors, but suggest using a rotary cutter to 

get the most precise cut), cutting mat. 



MATERIALS FOR SEWING  

(CONSUMPTION OF MATERIALS FOR ALL SIZES) 

1. Stretch mesh (tensile coefficient 0,80 grain 

line, 0,70 weft) - 20 cm with a width of 1,4 m 

2. Embroidery or lace non-stretch - 80cm with a 

width from 20cm. 

3. Strap elastic width 1 cm  - 1 m  (length of 

each strap 35 cm) 

4. Band elastic width 1 cm or 1,2 cm  - 1,6 m 

5. Band elastic width 0,6cm - 70 cm 

6. Plunge wires (type and size is shown in the 

patterns) 

7. 2 rings, 2 sliders width  1cm 

8. Channeling width 1 cm - 60 cm 

9. Hook & eye closure width 2,8 cm - 1 psc. 

10. Non-stretch mesh (tulle)- 20cm  with a width 

of 1,4 m 

11. Plastic bones length 6 cm - 2 pcs. 

12. Reinforced sewing thread (thickness 100-120) 

- 1 spool. and/ or on the looper textured thread 

(thickness 160-240)- 1 spool. 

13. Needles super stretch 75/11 or stretch 75/11 
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*use zigzag stitch  

Settings 0.8 x 2.5 

1 mm 

Sew eye to the side detail 

with a zig-zag stitch. 

*you can previously lay an 

auxiliary straight stitch. 

Try to stitch so that zig-

zag line passes 1 mm  

from the edge of the 

eye. 


