




MODEL DESCRIPTION 

Brazilian briefs are one of the elements of the underwear 

wardrobe and will be invisible under clothes. 

Briefs are made of stretch mesh and non-stretch embroidery. Fit is 

lower than fit of classic Brazilian briefs. Luxurious gusset processing, 

no overlock. 

REGUIRED TOOLS AND SUPPLIES 

    1. Sewing machine 

    2. Steam iron 

    3. Ironing board 

  You will also need tailor’s needles, thin pins, tailor's chalk, rotary cutter (normal 

scissors can be used, but we suggest using a rotary cutter for the most accurate 

cut), mat for cutting. 



 

 

MATERIALS FOR SEWING  

(CONSUMPTION OF MATERIALS FOR ALL SIZES) 

1.  Stretch mesh (tensile coefficient 0.80 grain line, 0,70  weft) - 30 cm with a 
width of 1,2 m 

2. Non-stretch embroidery or stretch lace – 60 cm   

3. Non-stretch mesh (tulle) - 5 cm in length and any width 

4. Cotton fabric (knitted fabric) - 15*15 cm 

5. Elastic band 0,8-1 cm  - 90 cm 

6. Elastic band 0,6 –0,8 cm -  60 cm 

7. Reinforced sewing thread (thickness 100-120) - 1 spool. and/ or on the looper 
textured thread (thickness 160-240)- 1 spool. 

8. Needles super stretch 75/11 or stretch 75/11 
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* use straight stitch - 

4.5 stitch length  

Pin and sew on the sewing 

machine the side edges of 

the gusset and the briefs 

front detail, stepping back 

from the edge 1-2 mm 

1-2 mm seam width 

Set the stitch length 4.5. In order not to 

tighten the edge and it is possible to 

easily rip up the seam, if necessary. 


